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Omnidirectional extended band  high gain antenna. An exclusive array  
radiating element allows to have a high gain on all bands, excellent        
omni-directionality and compact dimensions. Complete coverage of 
LTE band, LTE 800 + LTE 2600, as well as GSM, DCS, UMTS and 
WLAN makes it unique in its kind. The unique built-in clamp system, 
allows  pole and wall mount without the extra accessories. The monoli-
thic construction of the radiating element and the use of UV stabilized 
thermoplastic material makes this antenna suits extreme weather con-
ditions like high mountains or marine areas. The integrated connection 
cable, can be customized in length and type of connector. 

                    

 

                            

                                                            

 

                                                                                                 
                                                                      

                    

                          

 LTE800 
 

790 - 862 

MHz 

GSM 
 

900 - 960  

MHz 

DCS 
 

1710–1880 

MHz 

UMTS 
 

1920 –2170 

MHz 

Wi-Fi 
 

2400  

MHz 

LTE2600 
 

2.600 -2.700 

MHz 

WLan 
 

2.500  

MHz 

 

Waterproof 

 

Antenna omnidirezionale ad alto guadagno a banda estesa. L’utilizzo di 
un esclusivo elemento radiante array permette di avere un guadagno 
elevato su tutte le bande, eccellente omnidirezionalità e dimensioni 
contenute. La copertura della banda LTE completa, LTE 800 + LTE 
2600, oltre a GSM, DCS , UMTs e WLan la rende unica nel suo genere. 
L’esclusivo sistema di attacco integrato, permette il montaggio a palo e 
a muro senza necessità di adattatori. La costruzione monolitica 
dell’elemento radiante e l’utilizzo  di materiale termoplastico stabilizzato 
UV rende questa antenna adatta alle condizioni climatiche estreme 
come alta montagna o aree marine. Il cavo di collegamento integrato, è 
personalizzabile in lunghezza e tipo di connettore. 

LTE 800   GSM   DCS  UMTS  WI-FI  LTE 2600  WLan 

Dimensions 

OMNIDIRECTIONAL ARRAY PLURIBAND ANTENNA 

50 Ω    

Dimensioni:335x165x145mm 

Dimension: 335x165x145mm 
350 g 

-40°C+80°C     Ambiente di utilizzo: esterno                                   

Operating environment: outdoor 

Tipo di installazione : a palo Ø 25-42 mm e a muro 

 Antennas Installation : On mast Ø 25-42 mm and on wall 

Type: Pluri Band  Array Omnidirectional Antenna 

 

Frequency range: 

  790-960 MHz & 1710-2170 MHz & 2400-2700 MHz for  
 GSM, DCS, PCS, DECT, UMTS, WLAN and LTE systems 

 

Polarization:  linear vertical            Impedance: 50 Ohm 
 

Gain:  

 

 5 dBi for GSM 900&1800 and LTE 800 
 6 dBi for UMTS 
 5 : 6 dBi for WLAN and LTE 
 
 

Max. power (CW) @ 30°C: 
  

   20 Watt for GSM 900 and LTE 800 
   10 Watt for GSM 1800 & UMTS 
       6 Watt for WLAN & LTE    

 
 
S.W.R:   < 2.4 for GSM 900, DCS and LTE 800  
              < 2.0 for GSM 1800 & UMTS, WLAN & LTE 

Materiale : Compound ad iniezione,UV Stabilized Grey RAL 7035 

Material : Injected Compound,UV Stabilized Grey RAL 7035 

Cable type: Low Loss White   

  

Cable lenght and connector:  
customizations are available on request 


